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Physical Specification i s \
Nominal Voltage 12v B\ y
Nominal Capacity (10HR) 38AH ?\ \ \ ©
Length 197 +2mm (7.76 inches) Q : g
Width 16522mm (6.50 inches) ,i\, s
Dimension Container Height 170+ 2mm (6.69 inches) @» o w517 3 & 58 7% 80120250
Total Height (with Cover) 170£2mm (6.69 inches) }Q Discharge Current (A)
N
Weight Approx 13.8kg Eo\@}
Standard Terminal Threaded Insenﬁwn Discharge Characteristics (25°, 77°F)
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Electrical Specificatio§ " — \\\\:"\ ™N
20 hour rate (20 A) | 40.0AH Iniial Charging Current % 10.8 \\\ \\ \\ \‘ \ —
Rated [1CMowrale (38A)| 3804H less than 11.4A Voltage g T \ \ =
Capacity | 5Mourrte (674) | 335H Cyck | 140150V SC 7R 2 98 \ qN
kit ool ity M M abmseelinioiid I - O =
¢ ) 23.4AH Voltage e 4
Capacﬂy 40°C (104°F)| 103% | Charge INo limt on Initial Charg- ; Py ‘F"
affected by 25°C (77°F)| 100% Standby ing Current Voltage 0 3 510 20 30 s02 3 5
Temperature 13.5V~138Y at 25°C(TTF) - N
0'C (32°F)| 86% Temp. Coefficient - 20mv'C
Discharge Time:
Constant Current (Amp) and Constant Power (Watt) Discharge Table (25°, 77°F)
thl—w"'efw"l’t‘a“g 10| 15 | 20| 30 | 45 | 60 | 120 | 180 240 | 300 | 360 | 480
S 13| 1.3 13| 16 | 16 (167 | 1.7 | 175 175 175|175 | 1.8
Amp/Watt/Cell —_
A 97.50 | 741 585 | 448 | 312 | 234 | 137 | 101 78 6.7 59 4.6
w 183.3 | 140.4| 114.7| 846 | 62.0 | 46.3 271 | 202 156 | 134 | 119 | 9.3
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